
Order the new 

7.4” display

LED-lit draft shield

Air Diversion Technology for
more acccurate readings to  

0.00001g (PAB 125i only)

USB/RJ45 Ethernet/Bluetooth®

www.totallabsupplies.co.uk | 01744 455000
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MEASUREMENTMEASUREMENT

Model Capacity Readability Pan Size

PAB 125i 80g/120g 0.00001g/0.0001g 80mm ø

PAB 124i 120g 0.0001g 80mm ø

PAB 224i 220g 0.0001g 80mm ø

PAB 324i 320g 0.0001g 80mm ø

PAB 424i 420g 0.0001g 80mm ø

PAB 124e 120g 0.0001g 80mm ø

PAB 224e 220g 0.0001g 80mm ø

PAB 324e 320g 0.0001g 80mm ø

PAB 424e 420g 0.0001g 80mm ø

PPB 223i 220g 0.001g 120mm ø

PPB 423i 420g 0.001g 120mm ø

PPB 623i 620g 0.001g 120mm ø

PPB 823i 820g 0.001g 120mm ø

PPB 1223i 1220g 0.001g 120mm ø

PPB 1623i 1620g 0.001g 120mm ø

PPB 223e 220g 0.001g 120mm ø

PPB 423ie 420g 0.001g 120mm ø

PPB 623e 620g 0.001g 120mm ø

PPB 823e 820g 0.001g 120mm ø

PPB 1223e 1220g 0.001g 120mm ø

PPB 1623e 1620g 0.001g 120mm ø

PTB 2602i 2600g 0.01g 185x185mm

PTB 4602i 4600g 0.01g 185x185mm

PTB 6202i 6200g 0.01g 185x185mm

PTB 8202i 8200g 0.01g 185x185mm

PTB 2602e 2600g 0.01g 185x185mm

PTB 4602e 4600g 0.01g 185x185mm

PTB 6202e 6200g 0.01g 185x185mm

PTB 8602e 8200g 0.01g 185x185mm

PBB 6001e 6000g 0.1g 185x185mm

PBB 12001e 12000g 0.1g 185x185mm

PBB 16001e 16000g 0.1g 185x185mm

Contact us for more details and a quotation:

‘i’ su�x: Automatic internal calibration; ‘e’ su�x: External calibration
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